
Product benefits

CRACK FILLER

Clean the surface very well. Open the narrow crack in “V” shape with a
machine cutter. Remove all loose particle and apply HAWKS
SURAKSHACOAT polymer on the cavity. 
Take HAWKSEAL SUPER in a clean vessel and add pipe water required
for making creamy paste and mix it with mixing machine or putty knife.
Leave the paste as it is for 10 minutes to enable to disperse the additives
well. 
Mix it again and fill it in to the polymer coated cavities. Please make sure
that the material must reach the bottom of the cavities. Otherwise some
settlement will be there next day which will be top up again with
HAWKSEAL SUPER. 
HAWKSEAL SUPER can be filled cracks up to 5 mm width.

APPLICATION PROCEDURE

Economic product compare to other Acrylic Based Sealant. 
Non shrink. 
good adhesion property,
High tensile strength. 
Good resistant to freeze/thaw cycles/carbonation and chloride.
Curing is not required.

HAWKSEAL SUPER is specially formulated polymer modified crack
repair mortar will meet the requirement of crack filling in concrete as
well as masonry surface. 
HAWKSEAL SUPER is a blend of with white cement, silica sand,
special additives, fine aggregative and alkali resistant polyester fibre. It
is in white powder form required only water to be added at site to
forms a creamy consistency paste which is ready to use in filling
cracks and repairing plasters.
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Note: The information given in this literature is in good faith, but without warranty as conditions of storage and use vary and are beyond our control.

POLYMER MODIFIED WHITE CEMENT BASED CRACK FILLER

HAWKSEAL
SUPER

PRECAUTION

Wash hand & Tools immediately with clean water after application. Use
hand gloves.
If it goes in eyes, splash ( do not smash) with clean water continuously till
the burning stops and irritation persists visit a doctor.
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Packaging

20kg
5 kg 1kg

USAGE

It is ideally useful for filling cracks in masonry surface and structural repair.

Note: The information given in this literature is in good faith, but without warranty as conditions of storage and use vary and are beyond our control.


