
Product benefits

ACrylic Crack Filler

SURFACE PREPARATION

Single component Acrylic based white putty
Can be used on damp surface, structure in damp condition
Highly useful for sealing cracks, holes, gaps, joints in ceramic,
Metal Aluminum windows, Cement/concrete & Cement Pipes.
Useful in minor expansion & contraction joints
Low shrinkage, non-staining
No cracking or crumbling.

HAWKSEAL-KS prevents air and moisture from passing through
cracks & joints.
HAWKSEAL-KS offers excellent flexibility to resist expansion &
contraction without cracking.
Paint able with Any type of paints. It can be used for both Exterior
& Interior cracks. It is acrylic based one component, white color,
cohesive, creamy paste of high plasticity for easy application.
Deeper penetration and excellent bonding and fully water resistant.

Remove Old filler, dust dirt, loose particles, Oil & grease from the joints & cracks.

Widen small & narrow cracks, joints and make them ‘V’ of ‘U’ shaped with the
increased

Wash the Crack with water to down the loose materials’
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Environment friendly 
Lead free  
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Note: The information given in this literature is in good faith, but without warranty as conditions of storage and use vary and are beyond our control.

WATER RESISTANT ACRYLIC CRACK FILLING COMPOUND
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APPLICATION
EXCELLENT 

ADHESSION ON
Cracks, terrace, 

water tank, Windows Concrete
Gaps Between Masonry/
Concrete, Door Corner Bricks

Low Shrinkage, Non staining Plaster
For filling of Alum. windows,

 Joints in Metal, Wood Dry Walls

No cracking or crumbling Painted surface
Filling cavities of wash basins,

 sinks, bath tubes
----------

Colour White

Consistency Smooth & Creamy

Odor Very Mild

Base Acrylic

Skin foaming Time 30 min.

Paintability-Oil/
Water Base

Yes

Curing Time 7-10 days

Durability

Shelf Life

7-10 days

18 months sealed pack

TECHNICAL INFORMATIONAPPLICATION



Application Procedure

Surface should be evenly wetted and should be moist at the time of application to
avoid suction. 
Trowel/Painter’s putty knife should be used to apply Hawks Wall Finish. Hawks
Wall Finish should be evenly spread on the surface with sufficient pressure ensuring a
tight contact.
The thickness of initial coat should be approximately 1-1.5 mm. Allow first coat to
dry 3-5 hrs. and apply final coat. 
When final coat starts to dry, trowel it well while compacting the material
With sprinkled water. Water cure after 24 hrs, for 2-3 days. 
When the cured surface is dry, smoothen the surface by rubbing gently with a ‘0’
number sand or emery paper. Clean the surface with a piece of cloth to remove any
dust etc. and Hawks Wall Finish surface is ready for painting.

 
Packaging

20kg

Hawkseal KS is non-toxic and non-flammable, making it environment friendly.
Splashes of Hawkseal KS coming in contact with skin should be washed with water for
easy removal. If it comes in contact with eyes wash with plenty of water. If irritation
persists, obtain medical help.

 
SAFETY & ENVIRONMENT
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Depth to ensure deeper penetration, proper filling and bonding of
HAWKSEAL-KS.
 Use wet spatula, putty knife to fill the gap, joints & cracks.
Care should be taken to ensure that no voids, cavities or air bubbles are
formed while
Applying/filling. Level the surface with wet spatula/putty knife and
allow to dry/cure for a period of 24-72 hrs. In case treated
cracks/joints/gaps show any shrinkage after the drying, the same
should be topped up to the desired level and allow it to dry

IMPORTANT
Application not recommended while raining or rain is forecasted.
Do not apply under water line application. Store away from extreme heat or cold.
 

5kg 1kg 500gm


