
Product benefits

Waterproofing compound

Surface Preparation

HAWKS PAINTS & COATINGS PVT LTD

Waterproofing protection up to 6-7 bars Hydrostatics pressure.
Reinforced with polyester fibres for superior abrasion resistance
Single pack easy to apply and simple recoating
Un matched crack bridging ability due to elastomeric properties
Strong adhesion to masonry substrates
Reduces carbon dioxide and chloride ion diffusion thus protecting
rebar’s against corrosion.
Highly U.V. Resistant
It can be applied by painting brush or roller
No need to break the existing surface.
Film thickness must be in between 1.25 to 1.5 mm for three coats.

HAWKS HYDROSEAL ROOF is a fibre reinforced elastomeric
liquid applied waterproofing membrane. It is formulated with
selected elastomeric and resilient acrylic polymers and reinforcing
polyester fibres. Upon curing, it forms a thick, seamless, durable
membrane thus offering ultimate waterproofing. 
 
We recommend base coat plus 2 coats totally 3 coats for best
waterproofing results. It is available on multiple colors on request.
The waterproofing performance can be enhanced for large terrace
area by laying a fibre mesh that is sandwiched between the coats.

Environment friendly 
Lead free  
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Note: The information given in this literature is in good faith, but without warranty as conditions of storage and use vary and are beyond our control.

FIBRE REINFORCED ACRYLIC WATERPROOF COATING 

SHELF LIFE
12 Month’s from mfg.
date. Keep in a Store in
a cool & dry place

Prepare the surface ready by cleaning it with wire brush. Remove all the dust, algae, bituminised
coatings, oil & grease etc. 
Fill the cracks if any with HAWKSEAL-KS (Acrylic Caulking compound) or with Hawkseal
super(White cement based crack filler) by cutting the narrow cracks in“V” grove with cutter. 
No need to open hair line cracks. Surface to be coated  must be sound. If found any hollo break the
portion with Hawks Repair Mortar and Suraksha coat. Ensure that the surface area should be little
sloppy. 

APPLICATION
Dilute 1 part of HYDROSIL PLUS, 20 PARTS MINERAL WATER AND 2 PARTS OF
HYDROPRIME. Apply the mixed solution by brush or airless spray on the treated surface. The
total solution should be covered in 350-400 sq.ft. area. Allow them to dry at least for 24 hrs. curing

ROOF



Packaging

10 Ltr 20 Ltr5 Ltr1 LTR

TECHNICAL INFORMATION

IMPORTANT

HYDROSEAL ROOF coating should be done from n parapet walls.
HYDROSEAL ROOF should not be applied during rain time.
HYDROSEAL ROOF applied surface must be restricted to vehicular traffic of movement or
other sharp and heavy things other than foot walk. Walking wearing with nail fixed shoes are
also restricted.
HYDROSEAL ROOF should be applied 2 extra coats on all the corners, gap, joints etc.
Expansion joints must be treated very well before applying HYDROSEAL ROOF.

HAWKS PAINTS & COATINGS PVT LTD
Note: The information given in this literature is in good faith, but without warranty as conditions of storage and use vary and are beyond our control.

Apply prime coat of HYDROSEAL ROOF by diluting 10% water on HYDROSIL PLUS
applied surface. Leave the surface to dry 6-8 hrs. Apply the 2nd coat without any dilution at
the rate of 25 sq. ft. per lit and allow it to dry 6-8 hrs. Repeat the same for 3rd coat.
If large area to be treated, lay fibre mesh on the prime coat and apply the HYDROSEAL
ROOF on it. After drying the surface, apply 3rd coat on the surface.

Safety Precaution: Clean the tools with water. If contact with skin, wash it with water and soap. If contact with eyes, splash with plenty of clean water.
If irritation persists, consult a doctor. Keep away from children.
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Ready to use viscous liquidAppearance

Solid content% 66-68

Elongation at Break 150-200%

U.V. Resistant Very good

10 sq.ft per lit

Sp. Gravity

Area Coverage 

1.25 

Elongation 

Film Thickness

250 – 300%

90-95 micron (3 coats)

Chajjas

Terrace


