
Product benefits

GROUTING COMPOUND

Application Procedure

Free Flow.
Chloride Free 
Excellent adhesive 
Higher fluidity 
Gaseous expansion 
Compensate plastic shrinkage. 

It is a single pack powder grout additive which when added to
cement products a free flow non-shrink grout. It plasticizes the mix
allowing for substantial reduction in water content without
affecting the fluidity thus improving the strength and
impermeability of the grout. During the setting period of the grout,
it produces controlled expansion to compensate 
The normal plastic shrinkage of cement.
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NON-SHRINKS, GROUTING COMPOUND

It is absolutely necessary that the compound should be mixed with concrete/mortar
very carefully and thoroughly to ensure its even distribution throughout the mix.
The performance of the compound, to a great extent, will depend on its proper and
uniform mixing.
The expanding process of HAWKSGROUT continues for about 10-15 minutes
during hot weather.
The concrete/mortar containing the compound must be used within the said time
limit.
The water content in the concrete, mortar used for machinery foundations, structural
grouting and for joint filling applications should be kept to minimum needed for
making a workable mix.

HAWKS GROUT



Packaging

1 kg. of HAWKSGROUT per bag of cement serves for most requirement. However, for
grout operations requiring a grater expansion of mortar for well-bonded, tight fillings, the
dosage of HAWKSGROUT may be increased to 1.5kg. per bag of cement.

DOSAGE

20kg

USAGES
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An immensely useful compound highly recommended for  
Machinery baseplate grouting and underpinning applications 
Seating structural steel members, transmission towers, poles etc., on foundations and for
improving the bond of steel to concrete in deep beams.
Sealing & filling of watertight, durable joints of precast pipes, canal lining slabs,
masonry dams 
Tight grout fillings and well-bonded repairs of dams, bridges, culverts, reservoirs,
tunnels, harbor structures 
Filling & grouting of cracks, fissures and void filling applications, such as pre- stressed
concrete ducts cementing of porous rock foundations.

IMPORTANT

The HAWKSGROUT bag must be stored properly ensuring that the compound is
not exposed to moisture.
It is advisable to use HAWKSGROUT only in confined spaces. It is not recommended
for surface patching and repairs

CLEAN UP: Remove any excess material from the face of the tile using a damp cloth, while mortar is still in the wet condition.
Tools & equipment should be cleaned with water before the mortar dries.

Shelf Life
Up to 12 months in
unopened bags, well stored
in cool drying condition


