
Product benefits
Machine Blended pre-mixture ensures consistent quality for a
lasting durability
The special polymer additives hi-grip bonding properties

get coated with the protective polymer film
surfaces highly durable and weather & water resistant
It gives increased tensile, flexural strengths
No primer is required before application

transforms itself into a paste/gel of high viscosity with a very
high-water retention capacity

Surface Finishers

Mixing Procedure

SURFACE PREPARATION

HAWKS WALL PUTTY is a white cement based polymer
modified mechanically blended high quality product for water
resistant thin/thick layer plaster applications in interiors as well
as exterior surfaces. 
 
HAWKS WALL PUTTY is designed to achieve smooth, crack-
free, water resistant coat applied over cement plastered surfaces.

Add HAWKS WALL PUTTY to a bucket containing clean water, mixing
uniformly to achieve the required thick creamy paste like consistency.
The mixing ratio is 10 kg. of HAWKS WALL PUTTY and approximately 3-4 lit.
of water. 
The pot life is about 1-1. 5hrs. after mixing Do not add water to a mixture that has
began to set.
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All surfaces should be structurally sound,clean, free of dust, grease, oil or poorly bonded
particles. Surface imperfections such as cracks, holes or voids should be repaired before
the application.

Note: The information given in this literature is in good faith, but without warranty as conditions of storage and use vary and are beyond our control.



Application Procedure

Surface should be evenly wetted and should be moist at the time of application

Thickness of the initial coat should be 1 to 1.5mm.
Trowel/painters knife should be used to apply.
 Allow initial coat to dry 3-5 hrs. and apply the next coat filling out to a proper even
surface.
When final coats start to dry. trowel it well, while compacting the material with
sprinkled water. Curing is not necessary; however water curing 2-3 times would
enhance the quality of finished surface.
When the cured surface is dry, smoothen the surface by rubbing gently with a
suitable sand paper or emery paper. Whip the surface with a piece of damp cloth to
remove any dust.
Finished surface is ready for painting

paste should be evenly spread with sufficient pressure. 

Packaging
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Note: The information given in this literature is in good faith, but without warranty as conditions of storage and use vary and are beyond our control.

20kg 40kg

Hawks Wall Putty is non-toxic and non-flammable, making it environment friendly.
Splashes of Hawks Wall Putty coming in contact with skin should be washed with water
for easy removal. If it comes in contact with eyes wash with plenty of water. If irritation
persists, obtain medical help.

 
SAFETY & ENVIRONMENT


